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Handheld Barcode Scanner

O8JUI UIF MBUFTU NBJOCPBSE BOE JNBHF TDBOOJOH UFDIOPMPHZ
UP HSFBUMZ JNQSPWF UIF EFDPEJOH TQFFE PG CBSDPEF
O%JBNPOE UFYUVSF EFTJHO BU UIF UPQ BOE
GBTIJPOBCMF BQQFBSBODF BOE DPNGPSUBCMF HSJQ
O4VQQPSU UIF SFDPHOJ[JOH PG QBQFS CBSDPEF BOE
FMFDUSPOJD TDSFFO CBSDPEF
O4IJNQMF JOUFSGBDF EFTJHO DBO CF VTFE XJUI PUIFS

Pe*DF FRVJQNFOU RVJDEMZ




Model HN-1308SR
Sensor CMOS
Pixels 640*480
Lighting White light
Focus Red light

Recognizing Code

2D: PDF417, QR Code, Data Matrix, HanXin, Maxicode ,

Postal Codes etc.

1 D: Code128, UCC/EAN-1 28, AIM128, EAN-8, EAN-1 3,
ISBN/ISSN,UPC-E,UPCA, Interleaved 2 of 5, ITF-6, ITF-4,
Matrix 2 of 5, Industrial 25, Standard 25, Code39, Codabar,
Code 93, Code11, Plessey, MSI-Plessey, RSS-14. RSS-Limited.
RSS-Expand etc.

Recognizing Precision

24mil

Recognition DOF

ENA-13 30-200mm
QR(20mil): 20-150mm

Pitch+45°
Barcode Sensibility Tilt360°
Skew+45°
FOV Horizontal: 40°, vertical: 30°
Relative Contrast Value 225%
Dimension(mm) 100*68*165
Weight 1359
Interface Type RJ-45 crystal head
Housing Material PC+ABS

Promoting Mode

Buzzer, LED light

System Interface

RS-232 serial interface
USB keyboard
USB virtual serial interface

Trigger Method

Keyboard recognition
Induction recognition
Continuous recognition

Operating Voltage

5VDC+10%

Operating Current

Standby: 50mA
Working: 230mA

Working Temperature
Storage Temperature

-20--50°C
-40--70°C

Humidity

5% to 95% (non-condensing)

+4Kv Contact Discharge

=0 +8Kv Air Discharge
Dropping Height 1.2m

Protection Grade P42

Certification CE FCC ROSH
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